
 

DEVELOPMENT REVIEW BOARD REPORT 

MEETING DATE: November 17, 2005    ITEM NO. __8___ 
    
 

CASE NUMBER/ 
PROJECT NAME 

79-DR-2005 
The Upton 
   

LOCATION 7228 E. Shoeman Lane  

REQUEST Request for approval of a site plan and elevations for a 10-unit condominium 
residential development.            
 

OWNER 625 Holdings LLC 
602-418-2734 
 

ENGINEER N / A 
      

ARCHITECT/ 
DESIGNER 

Will Bruder Architects 
602-324-6016 

APPLICANT/  
COORDINATOR 

Greg Packham 
Will Bruder Architects 
602-324-6016 
 

BACKGROUND Zoning. 
This site is zoned C-3 DO (Highway Commercial District, Downtown Overlay), 
which allows condominium development. 
 
Context. 
The site is located on the north side of Shoeman Lane, between Scottsdale Road 
and Wells Fargo. 
 
Adjacent Uses:   

• North: Office building, zoned C-3 DO. 
• South: Vacant land, then the Technology Center, zoned C-3 DO. 
• East: Office building, zoned C-3 DO. 
• West: Restaurant, zoned C-3 DO. 

 
APPLICANT’S 
PROPOSAL 

Applicant’s Request.  
The applicant is proposing to develop this site with a three-story, ten-unit 
condominium building. 
Development Information: 

• Existing Use: Unimproved 
• Proposed Use: Condominiums 
• Parcel Size: 19,092 Gross Square Feet 
• Building Size: 20,525 Square Feet 
• Building Height Allowed: 36 Feet 
• Building Height Proposed: 36-feet 
• Parking Required: 15 Spaces 
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• Parking Provide 20 Spaces 
• Number of Units: 10 Units 
• Density: 10.07 Units per Acre 

 
DISCUSSION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NEIGHBORHOOD 
INVOLVEMENT 

The site plan shows a U-shaped building with a courtyard in the center, and 
access to below ground parking from Shoeman Lane.  A pedestrian access to the 
courtyard is also provided from Shoeman Lane.  The property’s pool location is 
proposed at the edge of the landscaping, in the front of the building.  Parking 
will be provided in an underground garage. 
 
The elevations show a geometric pattern of square and rectangular forms with 
recesses and voids created through placement of patios, elevation changes, and 
window placement. 
 
The color and materials include:  Stainless steel; copper with blue-blackened 
patina; stucco Dunn-Edwards Summer Yellow DEA 118 fine finish; plain steel 
to rust naturally; translucent fiberglass white color smooth finish; stucco Pratt & 
Lambert Yucca Green – 2211 rough texture finish; translucent fiberglass light 
rose color smooth finish; stucco Pratt & Lambert Designer White – 2337 fine 
finish. 
 
This part of the Downtown does not have design guidelines like the Main Street 
area has.  In evaluation of the proposal staff thus looks to the character of the 
neighborhood within which the site is located.  This site is located in the 
Entertainment District, which has an eclectic architectural development pattern.  
Therefore, staff considers this concept acceptable. 
 
Staff has received comments from two neighboring property owners.  Their 
concerns are that the proposed architectural style is not consistent with this 
neighborhood and that the colors are inappropriate. 
 
 

STAFF 
RECOMMENDATION 

 
Staff recommends approval, subject to the attached stipulations. 
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Stipulations for Case: 
The Upton 

Case 79-DR-2005 
Unless otherwise stated, the applicant agrees to complete all requirements prior to final plan approval, to the 
satisfaction of Project Coordinator and the Final Plans staff. 
 

PLANNING  

APPLICABLE DOCUMENTS AND PLANS: 

DRB Stipulations 

1. Except as required by the City Code of Ordinances, Zoning Regulations, Subdivision Regulations, and 
the other stipulations herein, the site design and construction shall substantially conform to the following 
documents: 

a. Architectural elements, including dimensions, materials, form, color, and texture, shall be 
constructed to be consistent with the building elevations submitted by Will Bruder Architects with 
a staff receipt date of 9/12/2005. 

b. The location and configuration of all site improvements shall be constructed to be consistent with 
the site plan submitted by Will Bruder Architects with a staff receipt date of 9/12/2005. 

c. Landscaping, including quantity, size, and location of materials shall be installed to be consistent 
with the conceptual landscape plan submitted by Will Bruder Architects with a staff receipt date of 
9/12/2005. 

ARCHITECTURAL DESIGN: 

DRB Stipulations 

2. The face of the service entrance section(s) or utility panels, if external, shall be screened from public view 
and painted to match the building. 

3. All exterior mechanical, utility, and communications equipment shall be screened by parapet or wall that 
matches the architectural color and finish of the building.  Wall or parapet height for roof-mounted units 
shall meet or exceed the height of the tallest unit. Wall height for ground-mounted units shall be a 
minimum of 1 foot higher than the tallest unit. 

4. All exterior conduit and raceways shall be painted to match the building. 

5. No exterior roof ladders shall be allowed where they are visible to the public or from an off-site location. 

6. Roof drainage systems shall be interior, except that overflow scuppers are permitted. If overflow scuppers 
are provided, they shall be integrated with the architectural design. 

7. Dooley wall fencing shall not be allowed. 

8. All site fence walls shall match the architectural color, materials and finish of the building(s). 

Ordinance 

A. The building height shall be reduced as necessary to comply with the height restriction of the zoning 
ordinance. 

B. The elevations shall be revised to clearly and accurately demonstrate that the inclined stepback planes 
established by the Zoning Ordinance are not encroached.  

ATTACHMENT B 
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SITE DESIGN: 

DRB Stipulations 

9. The transformer shall be located to maximum screening from public view.  The location and clearances 
shall meet the emergency access and safety clearance needs of the utility provider.  The applicant shall 
provide written approval of the location and clearances by the utility provider. 

Ordinance 

C. One van accessible space shall be provided by universal design criteria in the garage, having an eleven 
foot width and a five foot access aisle on the right. 

D. The written consent of all affected utility providers shall be obtained for all new encroachments of 
structures, such as fences and gates, into public utility easements. 

E. Approval for the proposed fountain shall be obtained from the C.O.S. Water Resources Department, 
Conservation Division. 

LANDSCAPE DESIGN: 

DRB Stipulations 

10. All plant materials shall be solely selected from the ADWR Low Water Use / Drought Tolerant Plan List. 

EXTERIOR LIGHTING DESIGN: 

DRB Stipulations 

11. All exterior luminaires shall meet all IESNA requirements for full cutoff, and shall be aimed downward and 
away from property line, except sign, step lighting, bollards, one fountain fixture, and landscape lighting. 

12. Step light fixtures shall have downward directed louvers and shall have a maximum lamp wattage rating 
of 35 watts. 

13. Bollards, if used, shall have a maximum height of forty-two inches, a maximum lamp rating of 70 watts, 
shall be manufactured with the light source in a fixed position, and shall be fitted with downward directed 
louvers.  

14. The single permitted fountain fixture shall have a maximum wattage of 70 watts incandescent or 
equivalent, and shall be limited to locations interior to the courtyard. 

15. The individual luminaire lamp shall not exceed 200 watts.  

16. The maximum height from finished graded to the bottom of the any exterior luminaire shall not exceed 20 
feet 

17. Incorporate into the project’s design, the following: 

 Parking Lot and Site Lighting: 

a. The maintained average horizontal illuminance level, at grade on the site shall not exceed 8.0 
foot-candles. 

b. The maintained maximum horizontal illuminance level, at grade on the site, shall not exceed 2.0 
foot-candles.  All exterior luminaires shall be included in this calculation. 

c. The initial vertical illuminance at 6.0 foot above grade, along the entire property line (or 1 foot 
outside of any block wall exceeding 5 foot in height) shall not exceed 1.0 foot-candles. All exterior 
luminaires shall be included in this calculation. 

 Building Mounted Lighting: 

d. All luminaires shall be recessed or shielded so the light source is not directly visible from property 
line.  

 Landscape Lighting 
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e. All landscape lighting directed upward shall utilize the extension visor shields to limit the view of 
the lamp source. 

f. Landscaping lighting shall only be utilized to accent plant material. 

g. All landscape lighting directed upward, shall be aimed away from property line. 

h. The landscape lighting lamp shall be a maximum rating for a 50 Watt incandescent or halogen 
incandescent source or equivalent light output if fitted for another lamp type. 

i. Landscape lighting shall be limited to areas interior to the courtyard, as proposed. 

BICYCLE PARKING: 

DRB Stipulations 

18. Bike rack design shall be in conformance with City of Scottsdale M.A.G. Details unless otherwise 
approved in writing by the City of Scottsdale’s Transportation Department. 

Ordinance 
F. Bicycle parking shall be provided at a quantity as required by the Zoning Ordinance. 

ADDITIONAL PLANNING ITEMS: 

DRB Stipulations 

19. No exterior vending or display shall be allowed. 

20. Flagpoles, if provided, shall be one piece, conical, and tapered.  

1. Patio umbrellas shall be solid colors and shall not have any advertising in the form of signage or 
logos.
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ENGINEERING 

The following stipulations are provided to aid the developer in submittal requirements, and are not intended to 
be all inclusive of project requirements.  The developer shall submit engineering design reports and plans that 
demonstrate compliance with city ordinances, the Scottsdale Revised Code and the Design Standards and 
Policies Manual. 

APPLICABLE DOCUMENTS AND PLANS: 
21. Site Plan entitled, The Upton Site Plan, submitted by Will Bruder Architecture. and dated 9/12//05 by City 

staff.  

22. Preliminary Grading and Drainage Plans entitled, Grading and Drainage Plans for The Upton, submitted 
by Hess- Runtree, Inc. And dated 09/12/05 by City staff 

23. Preliminary Drainage Report entitled, Grading and Drainage Plans for The Upton, submitted by Hess- 
Runtree, Inc. And dated 09/12/05 by City staff.  

CIVIL IMPROVEMENT PLAN REQUIREMENTS: 

DRAINAGE AND FLOOD CONTROL: 

DRB Stipulations 

24. A final drainage report shall be submitted that demonstrates consistency with the conceptual drainage 
report approved in concept by the Planning and Development Services Department.  

a. Before the approval of improvement plans by city  staff, the developer shall submit two (2) hard 
copies and one (1) compact disc copy of the complete final drainage report and plan.  

25. Basin Configuration: 

a. Basin side slopes shall not be steeper than 4:1, and basin depths shall not exceed 3 feet. 

b. A maximum of 50% of the front open space may be used as a retention/detention basin unless 
approved by the Project Coordination Manager.     

26. Stormwater Storage on Paved Surfaces.  Up to 50% of required stormwater storage may be provided in 
parking areas when the following conditions are met: 

a. Storage system shall be designed to store first 30% of required runoff volume off paved areas (to 
avoid ponding of nuisance water on pavement). 

b. Parking lot storage areas shall be designed so as to minimize interference with pedestrian traffic.  
Depth of water shall not exceed six inches within the parking area. 

Ordinance 

  
G. On 10/28/ 2003, the City’s Stormwater Management Division approved a Stormwater Storage Waiver for 

this development.  This approval is based on the following conditions: 

1- In order to do No Fee, Consultant must demonstrate “ In the Drainage Report” by Engineering  

Analysis that no significant increase in the potential for flood damage will be created by this development. 

H. With the final improvement plans submittal to the Plan Review and Permit Services Division, the developer 
shall submit a final drainage report and plan, subject to City staff approval.   

I. Underground Stormwater Storage: 

(1) Underground stormwater storage is prohibited unless approval is obtained from the 
City’s Floodplain Administrator. 

(2) Drywells are not permitted. 
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J. Street Crossings: 

(1) Watercourse crossings for roads shall be designed to provide for 100-year access to 
all lots by at least one route.  Accessibility will be considered to exist if it can be 
shown by the engineer that at the time of the peak flow, the depth of flow over the 
road will not be greater than 1 foot. 

ROADWAY, INTERSECTION, AND ACCESS DESIGN: 

Streets and other related improvements: 

STREET 
NAME 

STREET 
TYPE 

R.O.W. 
DEDICATION 

ROADWAY 
IMPROVEMENT 

CURB 
TYPE 

BIKE PATH, 
SIDEWALK, 
TRAILS 

East Shoeman 
Lane 

Minor 
Collector 

35’ 
20’ ex./ 

additional 15’ 
required 

Ex. Ex. Ex. 

      

DRB Stipulations 

27. If a gated entrance is proposed, the developer shall design and construct the gated entrance in 
conformance to Figure 8.1-1 of the City’s Design Standards and Policies Manual. 

28. The internal streets shall be private.  The private street tracts shall be dedicated to provide emergency and 
service vehicle access and public utility construction and maintenance. 

29. Do not need taper for CH driveway for site entrance.  Entry drive can be 20 – 24 feet in width. 

30. Additional Stipulations as project demands.  

1- Identify pedestrian connection from units to Shoeman. 

2- Need updated site plan that shows elimination of retail. 

3- Maintain sight distance triangle in the Planter Islands along Street. 

4- Provide adequate Turn around area for Vehicles in the Underground Parking Area. 

Ordinance 

K. The developer shall submit a detailed striping and signage plan with final plans.  The striping and signage 
plan shall include all existing improvements and striping within 300 feet of the limits of construction, and 
all signs, striping, or other traffic control devices proposed to accommodate phased and ultimate 
construction. 

TRAFFIC SIGNALS: 

DRB Stipulations 

31. Poles and equipment necessary to upgrade the signal to current standards (including luminaires). 

L. Public street lights shall be installed in accordance with City of Scottsdale Revised Code, Section 48-149.  
The developer shall be responsible for coordinating a street layout and cost estimate with the utility 
company.  Building permits may not be issued until all street light arrangements (including fee 
requirements) have been made. 

INTERNAL CIRCULATION: 
32. Provide Identify pedestrian connection from units to Shoeman Lane. 
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DRB Stipulations 

33. The developer shall provide a minimum parking-aisle width of 24 feet. 

34. The developer shall provide internal circulation that accommodates emergency and service vehicles with 
an outside turning radius of 45 feet and inside turning radius of 25 feet. 

35. The developer shall design the dead-end parking aisle in general conformance with the included detail. 

Ordinance 

M. Parking areas shall be improved with a minimum of 2.5 inches of asphalt over 4 inches of aggregate 
base. 

DRB Stipulations 

36. Sight distance easements shall be dedicated over sight distance triangles.  

a. Sight distance triangles must be shown on final plans to be clear of landscaping, signs, or other 
visibility obstructions between 2 feet and 7 feet in height. 

b. Refer to the following figures: 3.1-13 and 3.1-14 of Section 3.1 of the City’s Design Standards and 
Policies Manual, published December 1999. 

37. Vehicular Non-Access Easement: 

a. Prior to final plan approval, the developer shall dedicate a 1-foot wide vehicular non-access 
easement along the property frontage on East Shoeman Lane  Road except at the approved 
driveway location. 

38. Indemnity Agreements: 

a. When substantial improvements or landscaping are proposed within a utility easement, an 
indemnity agreement shall be required.  The agreement shall acknowledge the right of the City to 
access the easement as necessary for service or emergencies without responsibility for the 
replacement or repair of any improvements or landscaping within the easement. 

Ordinance 

N. Waterline and Sanitary Sewer Easements: 

(1) Before the issuance of any building permit for the site, the developer shall dedicate to 
the City, in conformance with the Scottsdale Revised Code and the Design 
Standards and Policies Manual, all water easements necessary to serve the site. 

REFUSE: 

DRB Stipulations 

39. Refuse enclosures shall be constructed to City of Scottsdale's standards. Details for construction of trash 
enclosures can be found in the City of Scottsdale Supplements to MAG Standards, standard detail 
#2146-1 for single enclosures and #2147-1 for double enclosures.  

40. Need to describe refuse collection methods.  Contact Mark Powell for discussion. Method of Refuse 
Collection shall be approved by Final Plans. 

41. Enclosures must:  

a. Provide adequate truck turning/backing movements for a design vehicle of turning radius R 
(minimum) = 45 feet vehicle length of L = 40 feet.  

b. Be positioned to facilitate collection without "backtracking."  

c. Be easily accessible by a simple route. 

d. Not require backing more than 35 feet.  

e. Not be located on dead-end parking aisles. 
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f. Enclosures serviced on one side of a drive must be positioned at a 30-degree angle to the 
centerline of the drive.   

Ordinance 

O. Refuse enclosures are required as follows:  

(1) Restaurants:  One per restaurant 

(2) Commercial Building Space: One for 0 to 20,000 s.f., Two for 20,001 to 40,000 s.f., 
Three for 40,001 to 60,000 s.f., etc. 

P. Underground vault-type containers are not allowed.  

Q. Refuse collection methods, i.e., site plan circulation will be approved at final plan review. 

R. Refuse collection can be provided by the City of Scottsdale's Sanitation Division, at 480-312-5600. 

WATER AND WASTEWATER STIPULATIONS 
The following stipulations are provided to aid the developer in submittal requirements, and are not intended to 
be all-inclusive of project requirements.  Water and sewer lines and services shall be in compliance with City 
Engineering Water and Sewer Ordinance, the Scottsdale Revised Code and Sections 4 and 5 of the Design 
Standards and Policies Manual.  

DRB Stipulations 

42. Before the improvement plan submittal to the Plan Review and Permit Services Division, the developer 
shall obtain approval of the master water and wastewater reports.  The improvement plans shall be 
consistent with the approved master water and wastewater reports.  Any design that modifies the 
approved master report requires from the developer a site-specific addendum to the master report, 
subject to review and approval by City staff. 

43. Where walls cross or run parallel with public water mains, public sewer mains, or public fire lines the 
following shall apply: 

a. For walls constructed parallel to these pipes, the walls shall be a minimum of six (6) feet from the 
outside diameter of the pipe. 

b. For walls constructed across or perpendicular to these pipes, the walls shall be constructed with 
gates or removable wall panels for maintenance and emergency access. 

WATER: 

DRB Stipulations 

44. Basis of Design Report (Water): 

a. Before the improvement plan submittal to the Plan Review and Permit Services Division, the 
developer shall obtain approval of the Water Basis of Design Report from the City’s Water 
Resources Department.  The report shall conform to the draft Water and Wastewater Report 
Guidelines available from the City’s Water Resources Department. 

Ordinance 

S. The water system for this project shall meet required health standards and shall have sufficient volume 
and pressure for domestic use and fire protection.  

WASTEWATER: 

DRB Stipulations 

45. Wastewater Basis of Design Report.  Before the improvement plan submittal to the Plan Review and 
Permit Services Division, the developer shall obtain approval of the Wastewater Basis of Design Report 
from the City’s Water Resources Department.  The report shall conform to the draft Water and Wastewater 
Report Guidelines available from the City’s Water Resources Department.   

 



Case 79-DR-2005  Page 8 
 
46. On-site sanitary sewer shall be privately owned and maintained. 

47. Existing water and sewer service lines to this site shall be utilized or shall be abandoned by disconnection 
at the main.  

Ordinance 

T. Privately owned sanitary sewer shall not run parallel within the waterline easement.  

BRIDGES: 

DRB Stipulations 

48. Bridges: 

a. All drainage crossings, including any configuration of box culverts or pipes that span 20 feet or 
more (as measured along the roadway centerline) shall be subject to review and approval by City 
staff. 

b. With the improvement plan submittal to the Plan Review and Permit Services Division, the 
developer shall submit two (2) separate copies of the improvement plans, subject to City staff 
approval, for structural review.   

CONSTRUCTION REQUIREMENTS 

DRB Stipulations 

As-Built Plans. 
49. City staff may at any time request the developer to submit as-built plans to the Inspection Services 

Division. 

a. As-built plans shall be certified in writing by a registered professional civil engineer, using as-built 
data from a registered land surveyor.   

b. As-built plans for drainage facilities and structures shall include, but are not limited to, streets, lot 
grading, storm drain pipe, valley gutters, curb and gutter, flood walls, culverts, inlet and outlet 
structures, dams, berms, lined and unlined open channels, storm water storage basins, 
underground storm water storage tanks, and bridges as determined by city staff. 

Ordinance 

U. Section 404 permits.  With the improvement plan submittal to the Plan Review and Permit Services 
Division, the developer’s engineer must certify that it complies with, or is exempt from, Section 404 of the 
Clean Water Act of the United States.  [Section 404 regulates the discharge of dredged or fill material into 
a wetland, lake, (including dry lakes), river, stream (including intermittent streams, ephemeral washes, 
and arroyos), or other waters of the United States.] 

VERIFICATION OF COMPLIANCE 

DRB Stipulations 

50. Condition for issuance of grading and drainage permit:  Before the issuance of a Grading & Drainage 
Permit: 

a. Final Grading and Drainage plans shall be reviewed and approved by Final Plan Reviewing Staff.  

 


	The Upton - 79-DR-2005
	Location
	Request
	Owner/Applicant
	Background
	Context
	Adjacent Uses

	Applicant’s Proposal
	Discussion
	Neighborhood Involvement
	Staff�Recommendation
	Attachments
	Applicant’s Narrative
	Context Aerial
	Aerial Close-Up
	Zoning Map
	Site Plan
	Landscape Plan
	Elevations
	Fire Ordinance Req.
	Stipulations/ Zoning Ordinance Req.





